General characteristics

Fixation
Type
IP

Upwards Vertical orientation

Downwords vertical orientation

Horizontal orientation
Power

Cutting size

Material
Body/Structure
Finish

Body/Structure

DEEP90 Downlight round black 60° 3000K spread
Ref. 3091083062D

Round black downlight. DEEP90 is a series of recessed
luminaires designed for lighting retail and work spaces. 60°
version. With a heat temperature of 3000K, this downlight
allows warm, comfortable atmospheres to be created. Spread
diffuser widens the angle of light.
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Lighting characteristics

Light source included
Maximum ceiling thickness
Light source

Temperature

MacAdam Steps

LM

CRI

LED lifetime

Dimmable light source
Degrees of light aperture

Light direction

Driver

Maximum driver information

File download

General documents
2D/3D

Energy level

Si

30

COB LED
3000K

2 SDCM
2550lm

85

L90 B10 50.000hs
YES

60

Accent lighting

1050mA CC
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https://www.dropbox.com/sh/ane7spfhibpvazk/AABI9iXCUrI7ZAYjUyc8ly5Ba/3091083062D_inst.pdf?dl=0
https://www.dropbox.com/sh/5l0ae3hnohoa0s7/AADcJtrQM-A5HCNcq1ywJRuYa/3091083062D_2d.pdf?dl=0
https://www.dropbox.com/sh/zux6j724w7leq3s/AABrcatLS51209jq50xzyQlUa/3091083062D.rfa?dl=0
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